Façade Articulation for Multi-Family Buildings
Sections 151.05.14 to 151.05.17 Use-Specific Standards
Wall planes shall not run in one continuous direction for more than 36 feet without a change of at least three (3) feet. Any architectural projection or recess used
to accomplish this change shall be a minimum of six (6) feet wide and three (3) feet deep.

Exterior Configuration for Single-Family Dwellings
Section 151.05.11 Dwelling, Single-Family Detached
C. Architectural Design & Construction
1. For the purpose of creating a desirable neighborhood appearance, no two (2) dwellings with the same exterior configuration shall be erected in the R-1,
R-2, or R-3 Districts on any three (3) abutting or successive lots fronting the same street leading in any direction, including fronting on the same or two
(2) intersecting streets. Nor shall any two (2) dwellings with the same exterior configuration be constructed on lots that abut each other at any point.

Building Height
Section 151.04.11 General Definitions
BUILDING HEIGHT. A distance to be measured from the mean ground level to the top of a flat roof to the mean distance of the highest gable on a pitched or hip
roof, to the deck line of a mansard roof to the uppermost point on other roof types.

Carport
Section 154.01.11 General Definitions
CARPORT. A canopy constructed of metal or other materials supported by posts either ornamental or solid and completely open on two or (2) more sides.

Covered Passageway
Section 154.01.11 General Definitions
COVERED PASSAGEWAY. A roofed structure at least five (5) feet wide which attaches a principal and accessory structure.

Sign Types
Section 151.07.12 Definitions
1. CANOPY OR MARQUEE SIGN. Any sign which is part of or affixed to an awning, canopy, marquee, or other fabric, plastic, or structural protective cover
over a door, entrance, window, or outdoor service area.
2. GROUND BANNER SIGN. A sign constructed of cloth, canvas, or other similar light material which is affixed to the ground.
3. MONUMENT SIGN. A temporary ground sign, wider than it is tall, which is often accompanied by landscaping.

Sign Types
Section 151.07.12 Definitions
1. PROJECTING SIGN. A sign, other than a wall sign, which is affixed to a building and which extends perpendicular from the building wall more than 18
inches.
2. PROPERTY IDENTIFICATION SIGN. A sign communicating only a street address.

Sign Types
Section 151.07.12 Definitions
1. A-FRAME/SANDWICH BOARD SIGN. A self-supporting sign with two (2) faces made of wood or other similar durable materials.
2. BANNER SIGN. A sign constructed of cloth, canvas, or other similar light material which can be easily folded or rolled.
3. PYLON SIGN. A freestanding sign other than a pole sign, permanently affixed to the ground by supports, but not having the appearance of a solid base.

Sign Types
Section 151.07.12 Definitions
1. WALL SIGN. A permanent sign which is affixed to the exterior wall of a building. A WALL SIGN does not project more than 18 inches from the surface to
which it is attached, nor extend beyond the top of any parapet wall.
2. WINDOW SIGN. A sign affixed to or inside of a window in view of the general public.

Sign Dimensions
Section 151.07.12 Definitions
1. SIGN AREA. The area within the marginal lines created by the sign surface which bears the advertisement or, in the case of messages, figures or symbols
attached directly to the part of a building, which is included in the smallest geometric figure which can be made to circumscribe the message, figure or
symbol displayed thereon.
2. SIGN FACE. The area or display surface used for the sign message.

Sign Dimensions
Section 151.07.12 Definitions
1. SIGN HEIGHT. The highest portion of the actual sign, including the pole.

Fence Height
151.04.33 Fence Height – Residential
B. In residential districts, no fence in the portion of the required street yard or required corner side yard located in front of the home shall exceed four (4) feet
in height and six (6) feet in height in the rear yard and interior side yard.

Fence Height
151.04.33 Fence Height – Non-Residential
C. In commercial and industrial districts, no fence shall exceed eight (8) feet in height. Fences may exceed eight (8) feet in height with a Conditional Use Permit.
Solid fencing or privacy fencing shall not exceed six (6) feet in height, with any fencing above six (6) feet to be at least 75 percent open for the passage of air
and light.

Fence Height
151.04.33 Fence Height – Agricultural
D. In the Agricultural district, no fence shall exceed 10 feet in height. If a privacy fence is desired, the fence height shall not exceed six (6) feet. If an agricultural
fence is desired, the fence height shall not exceed 10 feet and must be at least 75 percent open for the passage of air and light.

Lot Types
Section 154.01.11 General Definitions
1. LOT, BUTT. A lot at the end of a block and located between two (2) corner lots.
2. LOT, CORNER. A lot situated at the junction of and abutting on two (2) or more intersecting streets; or a lot at the point of defection in alignment of a
single street, the interior angle of which is 135 degrees or less.
3. LOT, INTERIOR. A lot, other than a corner lot, including through lots.
4. LOT, THROUGH. A lot fronting on two (2) parallel streets.

Building Story Height
Section 151.02.31 General Provisions
C. Story Calculations
The following standards shall apply for all apartment, mixed-use, and non-residential structures in the R-3, R-4, and CBD districts:
1. Ground floor height must be no less than 12 feet.
2. Ground floor height is limited to 20 feet, above which it counts as an additional story.
3. Stories above the ground floor are limited to 14 feet in height.

Setbacks
Section 151.02.33 Site Dimensions
SETBACK. The minimum horizontal distance between a structure, sewage treatment system or other facility and an Ordinary High Water Level, top of a bluff,
road, highway, property line or other facility.

Outdoor Parking or Seasonal Storage of Recreational Vehicles
Section 151.05.63.C Parking and Storage Regulations

Driveway Design - Residential
Section 151.04.22 Stall, Aisle, and Driveway Design
4. Driveway Dimensions
a. Driveways for residential uses shall not exceed 24 feet in width at the curb line and property line.
5. All residential driveways shall meet the required side yard setback for the adjacent structure. For example, a driveway that serves an attached garage
must meet the principal structure side yard setback; a driveway that serves a detached garage must meet a five (5) foot side yard setback.

Driveway Design – Non-Residential
Section 151.04.22 Stall, Aisle, and Driveway Design
3. Driveway Dimensions
b. Driveways for commercial, office or industrial uses shall not exceed 32 feet in width at the curb line and property line.
4. Driveways must be located at least three (3) feet from the extension of the side lot line from the property line to the curb to accommodate the driveway
apron.

Building Street Frontage - CBD
Section 151.02.41 Central Business District
2. Building Street Frontage
a. The minimum percentage of a lot street frontage that must be occupied by a building façade, as measured in the area up to 15 feet from a street
property line, shall be 60 percent.
b. For a corner lot, this requirement shall apply to one street property line.
c. Recesses in a building façade do not qualify as meeting the minimum building street frontage standard.

